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Anderson’s Boat Yard, Sausalito Ca 
 

Tom Anderson, manager of Anderson’s Boat Yard recom-
mended to John Atkinson, a commercial fisherman and mem-
ber of the Golden Gate Fisherman’s Association, that Surface 
Restoration Group be hired to remove his bottom paint from 
his 50 foot Delta; the New Rayanne. Johns’ boat had over 8 
layers of paint and barrier paint as well as some signs of blis-
ters on his fiberglass boat hull. The final decision was based 
upon the cost of conventional chemical stripping as com-
pared to the environmentally safe process using the Farrow 
System® from Surface Restoration Group. Using safe Green 
Clean™ media at low pressure, the eight plus layers of paint 
was gently removed as well as exposing the blisters through-
out the hull of the boat. All sensitive areas of the boat were 
prepped and protected to ensure that 99.9% of the boat hull 
was stripped clean of the old paint and barrier coatings. 

 

Advantages of using Surface Restoration Group: 

• Significantly lower costs to the boat owner to have paint 
removed with the Farrow System® versus chemical stripping, 
peeling and sanding. 

• Blisters are exposed and the hull surface is even and 
smooth and no need to neutralize with surface chemicals 
prior to repairs and painting. 

• John Atkinson saved over 40 to 50 additional labor yard 
hours to prep the hull for repair and painting once Surface 
Restoration Group was completed. 

• Having multiple layers of paint removed netted the New 
Rayanne a 600 pound plus savings of paint build up drag. 

• Reduced weight and a smoother hull will yield greater 
fuel economy and an additional increase of 1 to 1 ½ knots 
speed for the boat. 

• Faster time turnaround for the yard to complete repairs 
and painting. 
No chemicals or detergents were used and all media and 

paint was vacuumed and disposed of properly. 

50 Foot Delta with over 8 layers of paint and barrier 
paint pulled out for bottom stripping. 

Plastic placed under the hull and on protected sides 
of the New Rayanne. 

Owner John Atkinson of the New Rayanne with 
Stoney Mayock after completion of bottom paint 
stripping. 

www.andersonsboatyard.net 



 

work during January and Feb-
ruary 2001 period concluded 
with additional work in other 
areas and the H.M.S. Victory 
was restored to her original 
self in which the Farrow Sys-
tem is proud to have played a 
major part. 

Farrow System® Review in Power & Motoryacht Magazine 
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The article below appeared in the Septem-
ber 2007 issue of POWER & MOTOR-
YACHT Magazine. 

Bare Her Bottom  
By Mike Smith  

During application, Green Clean absorbs 
the water propellant, so there's no dust, 
and cleanup is easy—just sweep up the 
damp residue. The system is so clean it 
can be used indoors and so gentle it can 
strip varnish without damaging the wood 
underneath. Four grades of Green Clean™ 
can handle everything from stripping furni-
ture or cleaning smoke damage to blasting 
away graffiti, road markings, and barnacles 
from steel hulls. Removing antifouling is a 

snap, and the gelcoat is left paint-
ready. According to Rick Halliday, ser-
vice coordinator at Cardinal Yacht Sales 
and Service in Somers Point, New Jer-
sey, the Farrow System "doesn't make a 
mess, doesn't destroy the boat.  

 

" He's tried all the other stripping 
methods—dry sand, wet sand, 
walnut shells—but says, "The 
Farrow System is the best we've 
ever had." 

H.M.S. Victory was Restored with Farrow System 

When thinking how well does 
the Farrow System work?  
Consider that the Farrow Sys-
tem was the process selected 
after two years of trials to be 
used onboard the H.M.S. Vic-
tory in England.  

The Farrow System was com-
missioned to remove 3/4 inch 
of red lead paint from the 
decking throughout the Orlop 
deck. Historians concluded 
that the red lead paint was 
not of the original work, but 
added to the decks during her 
1922 dry-dock repairs. Every 
effort was made by the Royal 
Navy to restore her to the 
original specifications when 
she was constructed over 200 
years ago. Two months of 
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Frequently Asked Questions on Boat Hull Stripping 

Tel: 925 899-6383

Contact  
                 John Regan 

Email at: 
moreinfo@SurfaceRestorationGroup.com 

� What type of boats or yachts can it be used on? 

 Wood, aluminum, fiberglass, steel. The control of the pressure, emission, heated water and 
media type offers the precision and control unequaled for removal of bottom and antifouling 
paint without harming the underlying surface. 

 

� What are the advantages to use Surface Restoration Group? 

 When you get all the paint off, your boat will have a cleaner and better surface to paint, allow-
ing the newer technology paint to bond to and protect your boat. Grinding and sanding or 
chemical peeling is labor intensive, costly and not as effective or complete.  We can operate in 
almost any weather condition; rain, humidity or direct sun light, the Farrow System® is supe-
rior to any other stripping method. Why spend days to get your boat completely stripped and 
prepped, when we can accomplish it in hours and get it your boat ready for new paint that will 
adhere properly.  

 

� Where can I get my yacht stripped by Surface Restoration Group? 

 We are authorized in several boatyards to work, however if you need a specific boatyard please 
contact  your boatyard manager and have them  contact us for approval and scheduling. 

 

� What are the comparisons with other types of blasting services? 

 Soda and dry sand blasting are okay methods, but the newest technology offered by the 
Farrow System® eliminates the need for containment and the concern for environmental im-
pact. The MSDS sheets on the Green Clean ™ are the safest for working in a boatyard.  We use 
no chemicals, agents or materials that can cause serious health concerns. It’s low pressure 
operation gives greater precision, control and the organic Green Clean™ media, is why it has 
received world wide patents and is used as an safe environmentally process for paint removal 
in marinas, shipyards and docks. 

 

� How do you clean up and remove waste materials ? 

 Dust levels are suppressed within the vaporized elements of the Green Clean media, therefore 
all materials are local under the working area. Waste materials are easily be vacuumed  and 
contained and then they are removed for proper disposal. Boatyard water recovery systems are 
not affected or impacted. 

  

� What is the price for stripping  paint off my boat / yacht? 

 Please contact us for an appointment and a specific quote will be made for your project.  
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